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4A-300-I BRT-IBRX-I 4W-I4A-I 4A-IF LD-I

Z8i 1-8x24 Z8i 1.7-13.3x42 P Z8i 2-16x50 P Z8i 2.3-18x56 P
A 301 mm/11.85 in 336 mm/13.23 in 355 mm/13.98 in 365 mm/14.37 in
B 95 mm/3.74 in 95 mm/3.74 in 95 mm/3.74 in 95 mm/3.74 in
C 117 mm/4.61 in 152 mm/5.98 in 171.5 mm/6.75 in 181 mm/7.13 in
D – 39 mm/1.54 in 42 mm/1.65 in 46 mm/1.81 in
E – 91 mm/3.58 in 106 mm/4.17 in 119 mm/4.69 in
F 203 mm/7.99 in 147 mm/5.79 in 147 mm/5.79 in 147 mm/5.79 in
G 36 mm/1.42 in 36 mm/1.42 in 36 mm/1.42 in 36 mm/1.42 in
H 15.5 mm/0.61 in 15.5 mm/0.61 in 15.5 mm/0.61 in 15.5 mm/0.61 in
I 30 mm/1.18 in 48 mm/1.89 in 56 mm/2.20 in 62 mm/2.44 in
J 30 mm/1.18 in 30 mm/1.18 in 30 mm/1.18 in 30 mm/1.18 in
K 20.5 mm/0.81 in 20.5 mm/0.81 in 20.5 mm/0.81 in 20 mm/0.79 in
L1 33 mm/1.30 in 33 mm/1.30 in 33 mm/1.30 in 32 mm/1.26 in
L2 (BTF) 44 mm/1.73 in 44 mm/1.73 in 44 mm/1.73 in 44 mm/1.73 in
M 45.5 mm/1.79 in 45.5 mm/1.79 in 45.5 mm/1.79 in 45.5 mm/1.79 in
N 30 mm/1.18 in 30 mm/1.18 in 30 mm/1.18 in 30 mm/1.18 in
O1 (P ) – 37 mm/1.46 in 37 mm/1.46 in 37 mm/1.46 in
O2 30 mm/1.18 in – – –
P1 (P ) – 32.5 mm/1.28 in 32.5 mm/1.28 in 32.5 mm/1.28 in
P2 30.5 mm/1.20 in – – –
Q 32 mm/1.26 in 32 mm/1.26 in 32 mm/1.26 in 32 mm/1.26 in
R 30.5 mm/1.20 in 30.5 mm/1.20 in 30.5 mm/1.20 in 30.5 mm/1.20 in
S1 30.5 mm/1.20 in 30.5 mm/1.20 in 30.5 mm/1.20 in 30.5 mm/1.20 in
S2 (BTF) 32 mm/1.26 in 32 mm/1.26 in 32 mm/1.26 in 32 mm/1.26 in

Objektiv Filtergewinde
Objective filter thread
Filet de raccord pour filtre
Obiettivo filettatura filtro
Rosca del filtro del objetivo
Filterdraad objectief
Filtergänga vid objektivet
Objektiivin suodinkierre
Filtergevind på objektiv-siden

M 27x0.75 M 44x0.75 M 52x0.75 M 58x0.75

RQ

O1
O2

P1
P2

L: Leichtmetall

 ·  

Z8i 1-8x24 Z8i 1.7-13.3x42 P Z8i 2-16x50 P Z8i 2.3-18x56 P

1-8x 1.7-13.3x 2-16x 2.3-18x

8.2-24 mm 13.6-42 mm 16.3-50 mm 18.4-56 mm

8.1-3.0 mm 8.1-3.1 mm 8.1-3.1 mm 8.1-3.1 mm

95 mm 95 mm 95 mm 95 mm

42.5-5.3 m/100 m
127.5-15.9 ft/100 yds

25.2-3.1 m/100 m
75.6-9.3 ft/100 yds

21.0-2.6 m/100 m
63-7.8 ft/100 yds

18.6-2.3 m/100 m
55.8-6.9 ft/100 yds

24.0-3.0° 14.4-1.8° 12.0-1.5° 10.6-1.3°

24.0° 24.0° 24.0° 24.0°

-3 to +2 dpt -3 to +2 dpt -3 to +2 dpt -3 to +2 dpt

93% 93% 93% 93%

2.9-13.9 4.8-23.6 5.7-28.3 6.5-31.8

10 mm/100 m
0.36 in/100 yds

10 mm/100 m
0.36 in/100 yds

10 mm/100 m
0.36 in/100 yds

10 mm/100 m
0.36 in/100 yds

2/2 m/100 m
72/72 in/100 yds

1.5/1.5 m/100 m
54/54 in/100 yds

1.5/1.5 m/100 m
54/54 in/100 yds

1.8/1 m/100 m
64.8/36 in/100 yds

– 50-  m
55-  yds

50-  m
55-  yds

50-  m
55-  yds

301 mm
11.9 in

336 mm
13.2 in

356 mm
14 in

364 mm
14.3 in

515 g
18.2 oz

620 g
21.9 oz

675 g
23.8 oz

725 g
25.6 oz

535 g
18.9 oz

635 g
22.4 oz

690 g
24.3 oz

740 g
26.1 oz

30 mm
1.2 in

30 mm
1.2 in

30 mm
1.2 in

30 mm
1.2 in

3V; CR 2032 3V; CR 2032 3V; CR 2032 3V; CR 2032

1.400 h 1.400 h 1.400 h 1.400 h

180 h 180 h 180 h 180 h

64 64 64 64

-20/+55°C
-4/+131°F

-20/+55°C
-4/+131°F

-20/+55°C
-4/+131°F

-20/+55°C
-4/+131°F

-30/+70°C
-22/+158°F

-30/+70°C
-22/+158°F

-30/+70°C
-22/+158°F

-30/+70°C
-22/+158°F

0.4 bar 0.4 bar 0.4 bar 0.4 bar

SR: Leichtmetall mit SWAROVSKI OPTIK Rail
 
 
 
 
 
 
 

 P: Parallaxeturm/Parallaxenausgleich
 
 

 
 
 
 
 

 BTF: Flexibler Ballistikturm
 
 

 
 
 
 

 
 


